NOTIFICATION OF ADDENDUM

ADDENDUM NO. 1
DATED 5/27/2010

Control 0007-06-081
Project IM 0203(079)
Highway IH 20
County EASTLAND

L adies/Gentlemen:

Attached please find an addendum on the above captioned project. Included in the attachment is an
adendum notification which details the changes and the respective proposal pages which were added and/
or changed.

Except for new bid insert pages, it is unnecessary to return any of the pages attached.

Bid insert pages must be returned with the bid proposal submitted to the Department, unless your firmiis
submitting abid using acomputer print out. The computer print out must be changed to reflect the new bid
item information.

Contractors and material suppliers, etc. who have previously been furnished informational proposals are
not being furnished a copy of the addendum. If you have a subcontractor on the above project, please
advise them of this addendum. Acknowledgment of this addendum is not requested if your company has
been issued aproposal stamped “ This Proposal |ssued for Informational Purposes.”

You are required to acknowledge receipt of this addendum on the Addendum Acknowledgement form
contained in your bid proposal by placing a mark in the box next to the respective addendum.

Failure to Acknowledge receipt of this addendum in your bid proposal will result in your bid not being
read.
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SUBJECT: PLANS AND PROPGCSAL ADDENDUMS

PRQJIECT: | M 0203(079) CONTRCL:

COUNTY:  EASTLAND
LETTI NG 06/03/ 2010
REFERENCE NO 0525
PROPCSAL ADDENDUMS

PROPCSAL COVER
Bl D I NSERTS (SH. NO.:
GENERAL NOTES (SH. NO.:
X SPEC LI ST (SH. NO.: 2-3
X SPECI AL PROVI Sl ONS:
ADDED:. 300---016
DELETED: 300---015

SPECI AL SPECI FI CATI ONS:
ADDED:

DELETED:
X OTHER SEE BELOW

DESCRI PTI ON OF ABOVE CHANGES
(1 NCLUDI NG PLANS SHEET CHANGES)

SPEC LI ST: REPLACE SHEET 2-3

PLAN SHEET: REPLACE SHEET 8

0007-06- 081




CONTROL : 0007- 06- 081
PRQJECT : | M 0203(079)
H GHWAY : 1 H 20
COUNTY EASTLAND

TEXAS DEPARTMENT OF TRANSPORTATI ON

GOVERNI NG SPECI FI CATI ONS AND SPECI AL PROVI SI ONS

ALL SPECI FI CATI ONS AND SPECI AL PROVI SI ONS APPLI CABLE TO THI S PRQIECT
ARE | DENTI FI ED AS FOLLOWS:

STANDARD

ITEMS 1
| TEM 150
| TEM 316
| TEM 346
| TEM 351

| TEM 354
| TEM 500
| TEM 502
| TEM 506

| TEM 533
| TEM 662
| TEM 666
| TEM 668
| TEM 672

SPECI AL PROVI SI ONS:

REQUI RED

SPECI FI CATI ONS:

ADOPTED BY THE TEXAS DEPARTMENT OF
TRANSPORTATI ON JUNE 1, 2004.

STANDARD SPECI FI CATI ONS ARE | NCORPCORATED
I NTO THE CONTRACT BY REFERENCE.

TO 9 INCL.,
BLADI NG
SURFACE TREATMENTS (210) (300) (302) (520)

STONE- MATRI X ASPHALT (210) (300) (301) (320) ( 340) (520) ( 585)
FLEXI BLE PAVEMENT STRUCTURE REPAI R (132) (204) (247) ( 260)
(263) (275) (276) (292) (310) (316) ( 330) (334) (340)

PLANI NG AND TEXTURI NG PAVEMENT

MOBI LI ZATI ON

BARRI CADES, S| GNS, AND TRAFFI C HANDLI NG

TEMPORARY EROSI ON, SEDI MENTATI ON, AND ENVI RONMENTAL
CONTROLS

SHOULDER TEXTURI NG

WORK ZONE PAVEMENT MARKI NGS ( 666) (668) (672) (677)
REFLECTORI ZED PAVEMENT MARKI NGS (316) (318) (662) (677) (678)
PREFABRI CATED PAVEMENT MARKI NGS

RAI SED PAVEMENT MARKERS (677) (678)

GENERAL REQUI REMENTS AND COVENANTS

SPECI AL PROVI SI ONS W LL GOVERN AND TAKE
PRECEDENCE OVER THE SPECI FI CATI ONS ENUMERATED
HEREON VWHEREVER | N CONFLI CT THEREW TH.

CONTRACT PROVI SI ONS, FEDERAL- Al D CONSTRUCTI ON CONTRACTS
(FORM FHWA 1273, MARCH, 1994)

WAGE RATES

SPECI AL PROVI SI ON " PARTNERI NG'
SPECI AL PROVI SI ON "NOTI CE TO ALL BI DDERS"

(000- - - 002)
(000- - - 003)

SPECI AL PROVI SI ON " NOTI CE OF REQUI REMENT FOR AFFI RVATI VE ACTION TO

ENSURE EQUAL EMPLOYMENT OPPORTUNI TY" (000---004)




SPECI AL

SPECI AL

SPECI AL

SPECI AL

SPECI AL

SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL
SPECI AL

SPECI AL

PROVI S| ON " STANDARD FEDERAL EQUAL EMPLOYMENT OPPORTUNI TY
CONSTRUCTI ON CONTRACT SPECI FI CATI ONS" ( 000- - - 006)

PROVI SI ON " CERTI FI CATI ON OF NONDI SCRI M NATI ON | N EMPLOYMENT"
(000- - - 009)

PROVI SI ON " DEPARTMENT DI VI SI ON MAI LI NG AND PHYSI CAL ADDRESS"
(000- - - 011)

PROVI S| ON " DI SADVANTAGED BUSI NESS ENTERPRI SE | N FEDERAL- Al D
CONSTRUCTI ON'  ( 000- - - 461)

PROVI SI ON " NOTI CE OF CHANGES TO U.S. DEPARTMENT OF LABOR
REQUI RED PAYROLL | NFORMATI ON' ( 000- - 1483)

PROVI SI ON " SCHEDULE OF LI QUI DATED DAMAGES' (000- - 1493)

PROVI SI ON " ON- THE- JOB TRAI NI NG PROGRAM'  ( 000- - 1676)

PROVI SION TO | TEM 1 (001---011)

PROVI SION TO | TEM 2 (002---017)

PROVI SION  TO | TEM 3 (003---033)

PROVI SION TO | TEM 4 (004---017)

PROVI SION TO | TEM 5 (005---004)

PROVI SION  TO | TEM 6 (006- --030)

PROVI SI ONS TO | TEM 7 (007---213)(007- - - 639)

PROVI SION TO | TEM 8 (008---084)

PROVI SI ONS TO | TEM 9 (009- - - 009) (009- - - 015)

PROVISION TO ITEM 247 (247---033)

PROVISION TOITEM 260 (260---002)

PROVISION TO ITEM 275 (275---002)

PROVISION TO ITEM 300 (300---016)

PROVISION TO ITEM 302 (302---010)

PROVISION TO ITEM 316 (316---016)

PROVISION TO ITEM 318 (318---010)

PROVISION TO ITEM 330 (330---001)

PROVISION TO ITEM 340 (340---003)

PROVISION TO ITEM 346 (346---003)

PROVISION TO ITEM 500 (500---005)

PROVISION TOITEM 502 (502---033)

PROVISION TOITEM 506 (506---010)

PROVISION TO ITEM 672 (672---034)

PROVI SI ON  TO SPECI AL SPECI FI CATION | TEM 8251 (8251- - 005)

| TEM 6834 PORTABLE CHANGEABLE MESSAGE SI GN
| TEM 8094 MOBI LE RETROREFLECTI VI TY DATA COLLECTI ON FOR PAVEMENT

MARKI NGS
| TEM 8251 REFLECTORI ZED PAVEMENT MARKI NGS W TH RETROREFLECTI VE
REQUI REMENTS (316) (318) (502) (677) (678) (8094)
GENERAL: THE ABOVE- LI STED SPECI FI CATI ON | TEMS ARE THOSE UNDER WHI CH

PAYMENT IS TO BE MADE. THESE, TOGETHER W TH SUCH OTHER
PERTI NENT | TEMS, IF ANY, AS MAY BE REFERRED TO | N THE ABOVE-
LI STED SPECI FI CATI ON | TEMS, AND | NCLUDI NG THE SPECI AL

PROVI SI ONS LI STED ABOVE, CONSTI TUTE THE COWPLETE SPECI FI -
CATI ONS FOR THI' S PROJECT.
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2004 Specifications

SPECIAL PROVISION
300---016
Asphalts, Oils, and Emulsions

For this project, Item 300, “Asphalts, Oils, and Emulsions,” of the Standard Specifications, is
hereby amended with respect to the clauses cited below, and no other clauses or requirements of

this Item are waived or changed hereby.

Article 300.2. Materials, Table 3, “Polymer-Modified Asphalt Cement” is voided and
replaced with the following:

Table 3A
Polymer-Modified Asphalt Cement
Property provedure | ACeqw2% [ AC-10wi2% AC-15P AC-20XP
Min : Max Min | Max Min : Max Min | Max
Polymer SBR SBR SBS SBS
Polymer Content, % (solids basis) | Tex-533-C 20 | 2.0 30 | ;
. e .

Oypae Shear Gsnicet, | rais o B
Viscosity . .

140°F, poise T 202 700 1300 ! 1500 | 2000 !

275°F, poise T 202 ; 7.0 | 8.0 - 180 10
Penetration, 77°F, 100 g, 5 sec. T 49 120 : 150 80 100 : 150 75 1 115
Ductility, 5cm/min., 39.2°F, cm T51 70 60 5 -
Elastic Recovery, 50°F, % Tex-539-C - 55 - 55
Softening Point, °F T53 i i - i 120 i
Polymer Separation, 48 hrs. Tex-540-C None None None None
Flash Point, C.O.C., °F T 48 425 | 425 - 425 | 425
ge\zlzts _Iczgslzeadue from Thin Film T179 |
Retained Penetration Ratio, 77°F T 49 i i 0.60 | 1.00 06 | 1.00
Tests on Residue from RTFO Tex-541-C ' ' '
aging and Pressure Aging Vessel: and R28
Bending Beam Rheometer T313 ' ' ' '

Creep Stiffness, -18°C, MPa | 300

m-value, -18°C - i i i - 0.300
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Table 3B
Tire Rubber Modified Asphalt Cement

Test

Property Procedure AC-10-2TR AC-12-5TR AC-20-5TR
Min i Max | Min | Max | Min | Max
Polymer TR TR TR
Polymer Content, % (solids basis) | Tex-533-C 2.0 . - 5.0 . - 5.0 . -
R S IR RS S I N I
g | wms wo - [ - b [
Viscosity
140°F, poise T 202 1000 | - 1200 | - 2000 | -
275°F, poise T 202 - 1 80 - 1 80 - 110
Penetration, 77°F, 100 g, 5 sec. T 49 95 . 130 110 : 150 75 1 115
Elastic Recovery, 50°F, % Tex-539-C 30 - 55 1 - 55 1 -
Softening Point, °F T53 110 | - 113 | - 120 | -
Polymer Separation, 48 hrs. Tex-540-C None None None
Flash Point, C.O.C., °F T 48 425 | - 425 | - 425 | -
'Ic')t\a/setr? ggsl;\’:esidue from Thin Film T179 i i i
Retained Penetration Ratio, 77°F T 49 0.60 : 1.00 | 0.60 : 1.00 06 : 1.00
Tests on Residue from RTFO Tex-541-C
aging and Pressure Aging Vessel: and R28
Bending Beam Rheometer T313 ' ' '
Creep Stiffness, -18°C, MPa - 1 300 -1 300 -1 300
m-value, -18°C 0300 ! - |os300! - |o0300: -
2-2

300---016
08-06



	� NOTIFICATION OF ADDENDUM
	PROPOSAL ADDENDUMS
	GOVERNING SPECIFICATIONS AND SPECIAL PROVISIONS
	300---016 
	Asphalts, Oils, and Emulsions 


